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Chapter 1  Introduction
1.1 Product Model

	model
	WT-C5

	Front view
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	Back view
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1.2 Commentary
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1.3 Features
· Fashion and classical industrial design

· Smart Touch cryptographic operations
· intelligent virtual password function to prevent the tracking remember your password or residual fingerprints decipher password 

· Industry-leading mutual coupling capacitive touchpad technology, touch fast response
· Intelligent voice navigation operations
· New waterproof concept
Chapter 2  Door opening and closing operation
2.1 Unlock operating
2.1.1 Unlock by Fingerprint & password
	To gently touch screen with the palm of hand, the screen will display two numeric keys and“*”key. Press the large value of the numeric keys, enter the password and press # to end.
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Note: after you enter the password must be recognized by the "#" key to be effective


2.1.2Unlock by Mechanical key
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Insert the lock cylinder cover key and turn the key ,then open the door with the mechanical key.

	Tips: The key is only used in case of emergency, please keep the key carefully.


2.2 Power supply in emergency
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	The power of the 9-volt DC power supply. Temporary power supply in order to verify the fingerprint door, after open the door please replace the battery.


	
	When the battery power is low, the system will voice prompt the user: "low battery, replace the battery.


Chapter 3  System Setup
3.1 User Management

The fingerprint lock user privilege levels is divided into ‘Master’ and ‘User’ 

· Master（The first registered fingerprint and password): A ’Master’ user can add and delete user’s fingerprint or password。
· User(Entry 2 - 99 of the fingerprint and 2-5 password): Ordinary user rights permissions, you can not add and delete users.
3.2 Adding master fingerprint, password
Please register a master, and then the other users registered by the master and set up the system. The first registered fingerprint and password are master’s fingerprint and password. 
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	Add an master password has master fingerprint case
	Add an master fingerprint has master password case
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3.3 Adding, deleting user fingerprint, password
	Add, delete the user's fingerprint
	Add, delete the user's password
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	Note:  1) You can only add 98 user fingerprints;

         2) When you delete the fingerprint, it will delete all the fingerprints. Users need to be careful to use the delete function.
	Note:  1) When you delete the password, it will delete all password.
2) The password must be 3-8 digits.

3) You can only add four ordinary user's password


Chapter 4 Installation

4.1 Steps for EU Standard Mortise
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Firstly, draw lines on the door according to the installation template, then mark the installation cavities and lines.
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As show above, fixing the mortise with screws; Connecting the mortise with motor cable; The power connecting cable through the hole of the door and link with the power cable; Fixed the door with fixing screws.
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	Punching according to the hole line and install the jaw box.Then adjust the centerline whether corresponding with the latch on the door.
	After completing the installation, close the battery cover. Testing the handle to determine whether you need to adjust.


4.2 Steps for Multi-point Mortise
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Draw lines on the door according to the installation template, then mark the installation cavities and lines. Pay attention to the inside and outside of the lock body and the vertical direction
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As show above, fixing the mortise with screws; Connecting the mortise with motor cable; The power connecting cable through the hole of the door and link with the power cable; Fixed the door with fixing screws.
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Punching according to the hole line and install the jaw box.Then adjust the centerline whether corresponding with the latch on the door.
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After completing the installation, close the battery cover. Testing the handle to determine whether you need to adjust.


Chapter 5 Maintenance

Daily Maintenance
1. Change the battery in time when low power alert sounds.
2. Keep away from corrosive material liquid

3. Do not hang anything on the handle.

4. Keep the mechanical keys carefully.

5. Keep the surface of the sensor clean and dry.

6. Keep your fingers clean when using this product.
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Pressing”*”into the management operations.


(Voice prompts to input the master fingerprint or password)
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Pressing”*”into the management operations.


(Voice prompts to input the master fingerprint or password)
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Pressing”*”into the management operations.


(Voice prompts to input the master fingerprint or password)








Press”2” and input the password
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Pressing”*”into the management operations.








Press”1” to input the admin fingerprint








Press”2” to input the admin password








Verified: Fingerprint management, press 1
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Operation succeeds continue to add fingerprint, press1; End to press 2.





Press start key








Pressing”*”into the management





Press”1” to input the admin fingerprint.








Press”2” to input the admin password








Verified: Fingerprint management, press 1


Password management, press 2
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Add password, press 1;
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Operation succeeds continue to add password, press1; End to press 2.




















